






































Bidder Name 

:

NUMBER # TEXT # NUMBER # TEXT # NUMBER NUMBER # TEXT #

Sl.

No.

Item Description Quantity Units Estimated Rate TOTAL AMOUNT  

Without Taxes

TOTAL AMOUNT 

In Words

1 Excavation for roadwork in soil with hydraulic

excavator of 0.9 cum bucket capacity including

cutting and loading in tippers, trimming bottom

and side slopes, in accordance with

requirements of lines, grades and cross-

sections, and transporting to the embankment

location with a lift upto 1.5 m and lead upto

1000 m as per MoRD Specification Clause 302.3
36218.740 Cum 20.00 724374.80

INR  Seven Lakh Twenty 

Four Thousand Three 

Hundred & Seventy Four  

and Paise Eighty Only

2 Carriage of Earth, Sand, Lime, Morrum, manure

or sludge etc including loading, unloading with 5

KM lead.

36218.740 Cum 9.40 340456.16

INR  Three Lakh Forty 

Thousand Four Hundred & 

Fifty Six  and Paise Sixteen 

Only

3 Providing, laying, spreading and compacting

graded stone aggregate to wet mix macadam

specification including premixing the material

with water at OMC in mechanical mixer (Pug

Mill), carriage of mixed material by tipper to

site, laying in uniform layers in sub-base/base

course on a well prepared sub-base and

compacting with smooth wheel roller of 80 to

100kN weight to achieve the desired density

including lighting, barricading and maintenance

of diversion, etc as per Tables 400.11 & 400.12

and Technical Specification Clause 406. By

Mechanical Means with 1 km lead

13996.278 Cum 780.00 10917096.84

INR  One Crore Nine Lakh 

Seventeen Thousand  

&Ninety Six  and Paise 

Eighty Four Only

4 Extra rate for carriage of mixed material

additional lead from in item 3.0. 2nd Km. to

10th Km

14395.294

Km/Cu.

M 22.50 323894.12

INR  Three Lakh Twenty 

Three Thousand Eight 

Hundred & Ninety Four  

and Paise Eleven Only

5 Providing and applying primer coat with bitumen

emulsion (SS-1) on prepared surface of granular

base including cleaning of road surface and

spraying primer at the rate of 0.70-1.0 kg/sqm

using mechanical means as per Technical

Specification Clause 502 73569.875 Sqm 26.00 1912816.75

INR  Nineteen Lakh Twelve 

Thousand Eight Hundred & 

Sixteen  and Paise Seventy 

Five Only

6 Providing and applying tack coat with Bitumen

emulsion (RS-1) using emulsion distributor at

the rate of 0.25 to 0.30 kg per sqm on the

prepared dry and hungry bituminous surface

cleaned with Hydraulic broom as per Technical

Specification Clause 503.
118817.470 Sqm 9.00 1069357.23

INR  Ten Lakh Sixty Nine 

Thousand Three Hundred 

& Fifty Seven  and Paise 

Twenty Three Only

7 Providing and laying bituminous concrete with

100-120 TPH batch type hot mix plant

producing an average output of 75 tonnes per

hour using crushed aggregates of specified

grading, premixed with bituminous binder @ 5.4

to 5.6 per cent of mix and filler, transporting

the hot mix to work site, laying with a

hydrostatic paver finisher with sensor control to

the required grade, level and alignment, rolling

with smooth wheeled, vibratory and tandem

rollers to achieve the desired compaction as per

MoRT & H Specifications Clause 509 complete in

all respects. Grading-II (13 mm nominal size). 11018.035 MT 2471.00 27225564.49

INR  Two Crore Seventy 

Two Lakh Twenty Five 

Thousand Five Hundred & 

Sixty Four  and Paise Forty 

Eight Only

8 Providing and laying dense graded bituminous

macadam with 100-120 TPH batch type HMP

producing an average output of 75 tones per

hour using crushed aggregates of specified

grading, premixed with bituminous binder S-90

@ 4.0 to 4.5 per cent by weight of total mix

and filler, transporting the hot mix to work site,

laying with a hydrostatic paver finisher with

sensor control to the required grade, level and

alignment, rolling with smooth wheeled,

vibratory and tandem rollers to achieve the

desired compaction as per MoRT&H 
777.893 MT 2117.00 1646799.48

INR  Sixteen Lakh Forty Six 

Thousand Seven Hundred 

& Ninety Nine  and Paise 

Forty Eight Only

9 Add extra if S-65 bitumen is used instead of S-

90 Bitumen in DBM

777.894 MT 49.00 38116.81

INR  Thirty Eight Thousand 

One Hundred & Sixteen  

and Paise Eighty One Only
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10 Built-Up Spray Grout

Providing, laying and rolling of built-up spray

grout layer over prepared base consisting of a

two layer composite construction of crushed

coarse aggregates using motor grader for

aggregates. Key stone chips spreader may be

used with application of bituminous binder after

each layer, and with key aggregates placed on

top of the second layer to serve as a base,

conforming to the line, grades and cross-section

specified, the compacted layer thickness being

75 mm as per Technical Specification Clause

505. By Manual Means. Bitumen (S-65) 4506.000 Sqm 191.00 860646.00

INR  Eight Lakh Sixty 

Thousand Six Hundred & 

Forty Six  Only

11 By Mix in Place Method

Construction of granular sub-base by providing

well graded material, spreading in uniform

layers with Tractor Mount Grader on prepared

surface, mixing by mix in place method with

rotavator at OMC, and compacting with smooth

wheel roller to achieve the desired density,

complete as per Technical Specification Clause

401. For Grading I Material 627.000 Cum 320.00 200640.00

INR  Two Lakh Six 

Hundred & Forty  Only

12 Providing and applying tack coat with Bitumen

emulsion (RS-1) using emulsion distributor at

the rate of 0.25 to 0.30 kg per sqm on the

prepared granular surfaces treated with primer

& cleaned with Hydraulic broom as per Technical

Specification Clause 50
73569.875 Sqm 9.00 662128.88

INR  Six Lakh Sixty Two 

Thousand One Hundred & 

Twenty Eight  and Paise 

Eighty Eight Only

13 Providing and applying tack coat with Bitumen

emulsion (RS-1) using emulsion distributor at

the rate of 0.20 to 0.25 kg per sqm on the

prepared bituminous surface cleaned with

Hydraulic broom as per Technical Specification

Clause 503
6823.625 Sqm 7.00 47765.38

INR  Forty Seven 

Thousand Seven Hundred 

& Sixty Five  and Paise 

Thirty Eight Only

14 Providing concrete for plain/reinforced concrete

in open foundations complete as per drawings

and technical specifications Clause 802, 803,

1202 & 1203 P.C.C grade M 10 Nominal mix

1:3:6 368.626 Cum 1890.00 696703.14

INR  Six Lakh Ninety Six 

Thousand Seven Hundred 

& Three  and Paise 

Fourteen Only

15 Construction of un-reinforced, dowel jointed at

expansion and construction joint only, plain

cement concrete pavement, thickness as per

design, over a prepared sub base, with 43 grade

cement as per Clause 1501.2.2 M35 (Grade),

coarse and fine aggregates conforming to

IS:383, maximum size of coarse aggregate not

exceeding 25 mm, mixed in a automatic

concrete mixing plant, using approved mix

design,transported in transit mixture from plant

to work site, laid in approved fixed side

formwork (steel channel, laying and fixing of

125 micron thick polythene film, wedges, steel

plates including levelling the form work as per

drawing), spreading the concrete with shovels,

rakes, compacted using needle, screed and

plate vibrators and finished in continuous

operation including provision of contraction and

expansion, construction joints, applying

debonding strips, primer, sealant, dowel bars,

near approaches to bridge/culvert and

construction joints, admixtures as approved,

curing of concrete slabs for 14-days, using

curing compound and water finishing to lines

and grade as per drawing and Technical 
491.500 Cum 4470.00 2197005.00

INR  Twenty One Lakh 

Ninety Seven Thousand  

&Five  Only

Total in Figures 48863365.05
Quoted Rate in Figures Select 0.0000 INR Zero Only

Quoted Rate in Words INR Zero Only


